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When performance matters:  
turn to standards Made in Germany!
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Leading technology.  
There for you every day.

Quality 
made in Germany

Product concept, engineering, testing, production and quality control, all in our facilities in 
the south west of Germany. JUDO products comply with the stringent German standard‘s 
requirements supported by a range of  international approvals from North America to 
 Australia.

Water is our most important food.  
Clean and hygienic drinking water from 
every tap is the basic requirement for the 
 retention of health and sense of wellbeing.

However, water means more than that:  
It is the heat transfer medium in our heat-
ers, it flows through house installations  
and air conditioners.  
It cools machines, it keeps production pro-
cesses going and it cleans and  disinfects.

The requirements for water quality are 
 varied and depend on  applications.

JUDO is a solutions provider.  
Water treatment products and systems, 
 engineered for optimal results. Conform 
with the latest relevant standards and 
guidelines. Geared to our client‘s specific 
 requirements and, most importantly of all, 
governed by our own stringent quality 
standards.

Our daily bread for more than 80 years!

Julius Dopslaff Campus – showroom Julius Dopslaff Campus – training room
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Our location. 
At work and at home.

At home in Winnenden, just outside of 
 Stuttgart, JUDO is name in water treatment 
recognised around the world. Administration, 
project  management and the newly opened 
JULIUS DOPSLAFF Campus for our training 
programme, water treatment education 
courses and our  customer service depart-
ment are all located here. We value keeping 
journeys short, this is also true for our R&D, 
engineering, design and production which is 
our only production facility conveniently close 
in Backnang-Waldrems.

JULIUS DOPSLAFF Campus, our newly 
opened centre for training and service,  
is just a stone‘s throw away. 

We value short paths even for development, 
design and  production. 
Therefore, we manufacture only in our 
 central production site in the nearby 
 Backnang-Waldrems. Production processes, 
quality control, systems development all 
close at hand.

When it comes to distribution, however, 
there we have a different perspective in 
view. JUDO has 8 regional branches in 
 Germany and distribution centres and part-
ners in over 50 countries including JUDO 
branches in  Austria, Switzerland, France, 
Belgium, Netherlands, Luxembourg, Poland, 
China, Canada and Australia.

JUDO Winnenden: Administration JUDO Winnenden: Julius Dopslaff Campus JUDO Backnang: Development and production

JUDO Hilden: West branch JUDO BeNeLux, Brussels JUDO France, Straßburg

JUDO North AmericaJUDO Switzerland, LiestalJUDO Austria, Stockerau
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Quality made  
in GermanyFree integrated discharge in accordance 

with EN 1717 (direct connection option to 
the waste water pipe Ø 50 mm)

The filters of LONGLIFE class are the 
first filters equipped with high-tech 
ceramic flushing valve.

Silver-plated backwash unit which 
provides optimal cleaning of the sieve 
during backwash (¾" - 1¼").

Small particles, great danger – for all who think ahead.

Homes are built for living. This protective filter is also designed for the same 
purpose. Drinking water protective filters from JUDO LONGLIFE-LINE offer 
reliable protection at perfect price-benefit ratio. Unique thanks to patented 
ceramic technology - as proven millions of times by single-lever mixers.

LONGLIFE-LINE

QUICKSET-E built-in rotary flange

Integrated pressure regulator,  
Handwheel for adjustment,  
Pressure can be adjusted from 1.5 to 6 bar
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Automatic versions with time-con-
trolled backwashing. Automatic sieve 
cleaning is done quickly and reliably 
by a motor. The patented emergency 
power supply closes the flush valve  
in case of power failure during the 
flushing process.

Perfect filter cleaning
Many filters are cleaned simply by flushing. JUDO filters 
by backwashing. Clean water is drawn back through  
the sieve lifting dirt off and flushing it out of the unit,  
no interruption to the water supply and no expensive 
cartridge replacement. A JUDO patent!

Practical and economical.

Filter cleaning through backwashing - quick manual or automatic mode.  
No expensive and time-consuming replacement of filter cartridge. 
No need to break the water supply for backwashing.

Ceramic technology ensures a long 
working life and the short backwash-
ing time for low water consumption. 
Movable UV protection.
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Scope of delivery and technical data

JUDO SPEEDY-LONGLIFE backwash protective filter
Scope of delivery: Filter cover made of high-quality plastic PN 16, screws made of brass, 
threaded connector in accordance with EN 10226-1, filter screen made of stainless steel, 
 patented silver-plated cleaning unit, large handwheel for backwashing with simultaneous 
cleaning of the inspection glass (with movable UV protection). With integrated free 
 discharge and patented ceramic flush valve with hose connection as well as cover with 
 integrated backwash date display.

JUDO SPEEDYMAT-LONGLIFE  
Automatic backwash protective filter
Scope of delivery: Filter cover made of high-quality plastic PN 16, screws made of brass, 
threaded connector in accordance with EN 10226-1, filter screen made of stainless steel, 
 patented silver-plated cleaning unit, backwashing with simultaneous cleaning of the inspection 
glass (with movable UV protection). With integrated free discharge and patented ceramic 
flush valve with hose connection as well as cover with integrated backwash date display.  
With time-controlled automatic  backwashing: The sieve surface is cleaned three times during 
each backwashing process.  Pre-selectable adjustment of the backwashing interval (1 day,  
1 week, 1 month, 2 months). With buffer battery which ensures that backwashing which has 
already started is completed even if there is power failure, test unit for the buffer battery, 
cover with integrated backwashing date display, including plug-in power supply.

Type JSY-LF JSY-LF JSY-LF JSY-LF JSY-LF

Pipe connection ¾" 1" 1¼" 1½" 2"

Nominal flow rate, m³/hr * 6.1 7.1 7.3 12.2 15.1

Mesh size mm 0.1 0.1 0.1 0.1 0.1

Max. water temperature °C 30 30 30 30 30

Installation length, mm 180 195 230 252 280

Order number 8070568 8070569 8070570 8070558 8070559

Type JSY-LF-AT JSY-LF-AT JSY-LF-AT JSY-LF-AT JSY-LF-AT

Pipe connection ¾" 1" 1¼" 1½" 2"

Nominal flow rate, m³/hr * 6.1 7.1 7.3 12.2 15.1

Mesh size mm 0.1 0.1 0.1 0.1 0.1

Max. water temperature °C 30 30 30 30 30

Installation length, mm 180 195 230 252 280

Order number 8070571 8070572 8070573 8070566 8070567

 Made in 
Germany

Filter screen 
made of stain-

less steel

Proven  
quality

Inspection 
glass

Ergonomic
handwheel

Backwashing 
reminder

Very  
reliable

Horizontal 
and vertical 
installation

 Made in 
Germany

Filter screen 
made of stain-

less steel

Proven  
quality

LED display Inspection 
glass

Very  
reliable

Horizontal 
and vertical 
installation

Product has 
potential-free 

contact

* for drinking water with clean filter at 0.5 bar pressure loss. 
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JUDO JUKO-LONGLIFE domestic water filtration station
Scope of delivery: Filter housing made of high-quality plastic PN 16, built-in rotary flange 
with patented bayonet lock made of brass with screw, threaded connector in accordance 
with EN 10226-1, filter screen made of stainless steel, silver-plated cleaning unit, large 
handwheel for backwashing with simultaneous cleaning of the inspection glass (with mova-
ble UV protection). With integrated free discharge and patented ceramic flush valve with 
hose connection, pressure manometer, pressure regulator with factory-made pressure 
adjustment of 4 bar, adjustment range of pressure from 1.5 - 6 bar, sound insulated group 1 
without cover, cover with integrated backwashing date display.

JUDO JUKOMAT-LONGLIFE  
Automatic domestic water filtration station
Scope of delivery: Filter housing made of high-quality plastic PN 16, built-in rotary flange with 
 patented bayonet lock made of brass with screw, threaded connector in accordance with  
EN 10226-1, filter screen made of stainless steel, silver-plated cleaning unit, backwashing with 
simultaneous cleaning of the inspection glass (with movable UV protection). With integrated free 
discharge and patented ceramic flush valve with hose connection, pressure manometer, pressure 
regulator with factory-made pressure adjustment of 4 bar, adjustment range of pressure from  
1.5 - 6 bar, sound insulated group 1 without cover, cover with integrated backwashing date display. 
With time-controlled automatic backwashing. The sieve surface is cleaned three times during  
each backwashing process. Pre-adjustable setting of backwashing start (1 day, 1 week, 1 month,  
2 months), with buffer  battery, which ensures that backwashing which has already started is com-
pleted even if there is power failure, test unit for the buffer battery, including plug-in power supply.

Type JUKO-LF JUKO-LF JUKO-LF JUKO-LF JUKO-LF

Pipe connection ¾" 1" 1¼" 1½" * 2" *

Nominal flow rate, m³/hr ** 2.3 3.6 5.8 9.1 14.0

Mesh size mm 0.1 0.1 0.1 0.1 0.1

Max. water temperature °C 30 30 30 30 30

Installation length, mm 180 195 230 301 335

Order number 8170250 8170251 8170252 8170215 8170216

Type JUKO-LF-AT JUKO-LF-AT JUKO-LF-AT JUKO-LF-AT JUKO-LF-AT

Pipe connection ¾" 1" 1¼" 1½" * 2" *

Nominal flow rate, m³/hr ** 2.3 3.6 5.8 9.1 14.0

Mesh size mm 0.1 0.1 0.1 0.1 0.1

Max. water temperature °C 30 30 30 30 30

Installation length, mm 180 195 230 301 335

Order number 8170238 8170239 8170240 8170241 8170242

 Made in 
Germany

Pressure 
regulator

Filter screen 
made of stain-

less steel

Proven  
quality

Inspection 
glass

Ergonomic
handwheel

Backwashing 
reminder

Very  
reliable

Horizontal 
and vertical 
installation

 Made in 
Germany

Pressure 
regulator

Filter screen 
made of stain-

less steel

Proven  
quality

Inspection 
glass

LED display Very  
reliable

Horizontal 
and vertical 
installation

Product has 
potential-free 

contact

*  JUKO-LF 1½-2": with backflow preventer
** Nominal flow of the clean filter in accordance with EN 1567 for drinking water.
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Quality MADE IN GERMANY  
and approved internationally!

The Plus X award is the world‘s largest award for innovation in 
technolgoy, sports and lifestyle chosen by a jury consisting of 25 
branches of the economy, with 23 competent partners and a total 
marketing investment volume of over 25 million Euros.

The iF design awards are counted amongst the most important in 
the world of international  design. The iF logo awarded to the con-
test winner is accepted world wide as an indicator for excellence 
in design and is highly regarded by designers everywhere.

ACS stands for “attestation of sanitary conformaty” and is the 
standard used by the French authorities for materials used in di-
rect contact with drinking water. The ACS symbol is an assurance 
of the highest standards in performance conformity.

The Craftsman‘s seal is a guarantee for the highest stand-
ards of product quality issued by the German Craftsman‘s 
industry in association with the manufacturerer‘s Assoc. and 
over 5000 regional distribution partners in the heating and 
sanitation industry in Germany.

The swiss water and gas association tests and certifies 
products ensuring these are in line with the highest current 
levels of quality, safety and technical suitability for use in 
gas and water installations.

The last word in German approvals for the  German Gas and Wa-
ter industries, the DVGW has been setting and controlling the 
highest levels of product efficiency, health and safety standards 
enjoyed by the German market for over 150 years and is accepted 
world wide as one of the best standard levels.

The CSA, Canadian Standards Association, is an independent 
NPO with offices in 14 countries developing and controlling over 
3000 norms governing safety, design and performance in the 
water industry. CSA is recognised as an equivalent standard by 
such renomated organisations as UL in the USA.

Quality management standard ISO 9001 is one of the most 
widely accepted quality management approvals both on a 
 national and inter national level. Our ISO 9001 certifcation  
goes to prove how seriously we take our high levels of quality 
management, and keep developing them further.

The GOST certificate is the official confirmation that these 
 products comply with the national requirements for quality and 
safety in the Russian Federation.

PZH is an institute certifying that products pose no danger  
to health or the environment when used in accordance with 
manu facturer‘s instructions. The PZH hygiene certificate is very 
important in the water treatment industry.

The CE-sign demonstrates that the manufacturer confirms that  
his product conforms with the requirements as set out in directive 
765/2008 of the harmonized regulations law within the community. 
CE was set up to ensure the end user access to safe products  
within the 30 signatory states within the common European eco-
nomic area.

The WaterMark is the certificate of approval for products used  
with drinking water in Australia and New Zealand. It confirms that 
this product conforms with the requirements of the ABCB and is 
allowed for use accordingly. The Australian Building Codes Board 
(ABCB) is the norming institute responsible for the development 
and care of regulations for building and sanitary installation.

The BELGAQUA certificate from the Belgian Association of the 
water industry is awarded to products and materials conform to 
the requirements for contact with drinking water.

Amanzi Resource Management Systems (Pty) Ltd.
32 van Wagering Street,
Bothasig,
Cape Town 7441

info@amanzirms.co.za
021 559 3425


